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SOURCE DIAGRAM
] The outlined areas represent the limits of the most recent hydrographic B
survey information that has been evaluated for charting. Surveys have been
banded in this diagram by date and type of survey. Channels maintained
by the U.S. Army Corps of Engineers are periodically resurveyed and are
not shown on this diagram. Refer to Chapter 1, United States Coast Pilot.
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SOUNDINGS IN FATHOMS
(FATHOMS AND FEET TO ELEVEN FATHOMS)
AT MEAN LOWER LOW WATER
HEIGHTS AIDS TO NAVIGATION
Heights in feet above Mean High Water. Consult U.S. Coast Guard Light List for
supplemental information concerning aids to
navigation.
AUTHORITIES o _‘
Hydrography and topography py the Ngﬁonal POLLUTION REPORTS E
Ocean Service, Coast Survey, with additional i . X
data from the Corps of Engineers, Geological Report all spills of oil and hazardous sub- Y| 7
Survey, and U.S. Coast Guard. stances to the National Response Center via -
— 1-800-424-8802 (toll free), or to the nearest U.S. £ 80 -
Coast Guard facility if telephone communication < |
SUPPLEMENTAL INFORMATION is impossible (33 CFR 153). ¥
Consult U.S. Coast Pilot 8 for important y
supplemental information. HORIZONTAL DATUM
The horizontal reference datum of this chart
CAUTION is North American Datum of 1983 (NAD 83), which
Temporary changes or defects in aids to for charting purposes is considered equivalent
navigation are not indicated on this chart. See to the World Geodetic System 1984 (WGS 84).
Local Notice to Mariners. Geographic positions referred to the North
American Datum of 1927 must be corrected an
average of 1.182" southward and 6.187" westward
to agree with this chart.
Additional information can be obtained at nauticalcharts.noaa.gov.
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TIDAL INFORMATION
PLACE Height referred to datum of soundings (MLLW) %
Mean Higher Mean Mean
NAME (LAT/LONG) High Wz?ter High Water Low Water
feet feet feet
Entrance to Port Snettisham (57°58’'N/133°53'W) 15.8 14.9 15
Dashes (- - -) located in datum columns indicate unavailable datum values for a tide station. Real-time water levels,
tide predictions, and tidal current predictions are available on the Internet from http://tidesandcurrents.noaa.gov.
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e This chart has been corrected from the Notice to Mariners (NM) published weekly by the National Geospatial-Intelligence U.S. DEPARTMENT OF COMMERCE
Agency and the Local Notice to Mariners (LNM) issued periodically by each U.S. Coast Guard district to the dates shown in NATIONAL OCEANIC AND ATMOSPHERIC ADMINISTRATION FATHOMS AND FEET TO 11 FATHOMS SOUNDINGS IN FATHOMS - SCALE 1:40,000
the lower left hand corner. Chart updates corrected from Notice to Mariners published after the dates shown in the lower left NATIONAL OCEAN SERVICE ( )

hand corner are available at nauticalcharts.noaa.gov.

Last Correction: 6/22/2009. Cleared through:

LNM: 3715 (9/15/2015), NM: 3915 (9/26/2015), CHS: 0815 (8/28/2015)

| To ensure that this chart was printed at the proper scale, the line below should measure six inches (152 millimeters).

COAST SURVEY

This chart was distributed as a PDF (Portable Document Format). Printing PDFs may alter
the chart scale, color, or legibility that may impact suitability for navigation. Printed

charts provided by NOAA certified Print on Demand (POD) providers fulfill a vessel's
requirement to carry a navigational chart "published by the National Ocean Service"

in accordance with federal regulations, including but not limited to 33 C.F.R. 164.33(a),

33 C.F.R. 164.72(b), and 46 C.F.R. 28.225(a). POD charts meet stringent print standards
and can be recognized by an official certification of authenticity printed on the

I If the line does not measure six inches (152 mﬁmeters), this copy is not certified safe for navigation.

| chart. A list of POD providers can be found at: nauticalcharts.noaa.gov/pod



